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® o THIS DRAWING APPLIES 2U UPS models :
SU750RTXLCD2U--> 9103-3016-00
SU750RTXLCD2UN -->9103-3017-00
L - = 440 o= SU1000RTXLCD2U -->9103-50221-00 L
= N =, SU1000RTXLCD2UN --> 9103-50222-00
[17.3] SU1500RTXLCD2U -->9103-60027-00
SU1500RTXLCD2UN -->9103-60028-00
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Note: OUTLINE DRAWING DESIGN  |Chuanpeng Xi Feb-3rd-2023 | |
RCD: STD: mexxs>  Key Dimension:*
1 RCD: Required Control Dimension ,These Dimensions need Process control & capability(initial and ongoing), 100%inspection, PARTNO. | LV 0.75k/Tk/1.5k model CHECKED
poke yoke, etc.as appropriate. MATERIAL | SEE NOTES =~ — | SAFETY |Rachell Yuan Feb-3rd-2023
2 STD: Statistically Toleranced Dimension ,These Dimensions need demonstration of ongoing process capability (CpK/PpK). COATING | SEE NOTES 70— APPROVED Kevin Su Feb-3rd-2023
3 Key Dimension: These Dimensions are defined by ME/Mfg, and need inspection as appropriate. A
If you want more information, please review the criterions of {TC-RDW-18) and {TC-QAW-40) UNITS mm A 3 SCALE E :T.N
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